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®

Owners/Parts Manual

Model 80

SAFETY RULES FOR OPERATION
* OPERATING YOUR MIXER -

1 KEEP ALL GUARDS AND COVERS IN PLACE and in
working order.

2 CHECK FOR DAMAGED PARTS. Guards and other parts
damaged from previous use should be repaired or
replaced.

3 WEAR PROPER APPAREL. Do not wear loose clothing or
jewelry; rubber gloves and footwear are recommended.

4 KEEP CHILDREN AWAY. All visitors should be kept at a
safe distance [rom work area.

5 DONT OVERREACH. Keep proper footing and balance at
all times when loading or unloading mixer.

6 HKEEP WORK AREA CLEAN. Cluttered area invites acci-
dents.

7 NEVER LEAVE YOUR MIXER UNATTENDED. When not
in use, turn it ofl,

8 STORE MIXER WHEN NOT IN USE. Keep it indoors to
prevent damage.

9 BE AWARE OF YOUR SHOVELING MOTION. When shov-
eling material into your mixer always stop your shoveling
motion at the mouth of the mixing barrel and let the
material fall into the barrel. NEVER put your shovel, or
any tool into the mixer barrel as it will get caught on the
mixing paddles and could cause injury as the barrel
rotates.

10 NEVER PUT YOUR HANDS OR ARMS INSIDE THE MIX-
ING BARREL when the motor is on.

11 NEVER OVERLOAD THE MIXER, by putting too much
material in the mixing drum, It will mix properly and
much faster with smaller batches.

5 DO NOT START MOTOR WHEN MIXER IS FULLY
LOADED. This may overload your motor.

6 USE ONLY OUTDOOR APPROVED EXTENSION CORDS.
Cords must be 3-wire and made of no less than 14 gauge
wire to protect motor and prevent fires.

7 GROUNDING INSTRUCTIONS. This mixer must be
grounded while in use to protect operator from possible
electrical shock. Your mixer is equipped with an
approved 3-conductor-cord and 3-prong grounded type
receptacle. The green wire is the grounded wire and
should never be connected to a live terminal.

“ANY PERSON NOT HAVING FULL COMPREHENSION
OF ALL THESE SAFETY RULES CONTAINED ON THIS
PAGE SHOULD NOT OPERATE THIS MIXER.”

¢ USE OF ELECTRIC MOTOR »

1 AVOID ACCIDENTAL STARTING. Be sure ON/OFF switch
is in OFF position before plugging in extension cord.

2 AVOID DANGEROUS ENVIRONMENT. Do not plug or
unplug motor while standing in or around damp or wet
ground,

3 DO NOT ABUSE CORD. Never yank cord to disconnect.
Keep cord from heat, oil or sharp edges.

4 MOTOR REQUIREMENTS:. Only the following electric
motors are recommended for use with this product:

1/3 H.P. - Single Phase, 115v 1725rpm -
N-E-M-A Frame #48 or Larger.

SPECIFICATIONS AND FEATURES

*  All steel construction that is electrically welded,

*  Main shaft is made of stress proofl steel and supported by
tapered roller bearings.

*  Powered by a 1/3 H.P. - Single Phase, 115v 1725rpm electric
motor,

*  Driven by V-Belt drive using hardened steel gears.

+  Mounted on a tubular steel stand with 360" swivel enabling
user to tilt and discharge material from any direction.

*  Unit breaks down into 3 separate pieces requiring less
storage space.

* 2 cubic ft. mixing capacity.

MANUFACTURED BY:

MK DIAMOND PRODUCTS, INC.
1315 Storm Parkway

Torrance, CA 90501
Telephone (310) 539-5221

MB8O0 (rev. 09-20-95)
Fax (310) 539-5158






